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1. Antigraffity system - removers 

IG 111 is created to fasten the cleaning 

procedure of graffiti, tags. Its removes paints, 

façades, stones, car body, wood and plastic 

surfaces. 

It is designed to be used on surfaces that have 

been treated with anti-graffiti protection IG 110, 

IG 115, IG 130, IG 140, IG 335 and IG 665. Its 

effects can be stopped at any time during the 

cleaning procedure, thereby minimizing the risk 

of damaging the threated surface. 

 

 

Selective cleaning removes graffiti without 

damaging the treated surface. If the graffiti is 

of the same character as the paint on which it 

was applied on, the selective removal isn’t 

possible. 
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IG 112 is created for an extra heavy cleaning 

procedure of tags, graffiti, old paints and varnishes. It 

is ideal to be applied on materials such as paints, 

facade stones, body cars, wood and plastic surfaces. 

 

 

 

ANTIGRAFFITI EXTRA 

Base: solvent 

 

 

 It is also ideal for a highly efficient and low-cost 

removal of two-component systems, thermosetting 

systems and even systems based on cellulosic, 

acrylics, vinyl, amino plastics, polyesters, phenolic, 

one and two-component epoxy resins, one and two-

component polyurethane used in the industry. 
 

 

IG 111 
GRAFFITISOLV 

Base: solvent 

 

 

Package:5L, 30L, 200L 

 

 

Package:5L, 30L, 200L 

 



1. Antigraffity system - removers 

IG 113 
ANTIGRAFFITY GEL 

Base: solvent 

 

IG 113 is created for an extra heavy cleaning GEL 

procedure of tags, graffiti, old paints and varnishes. 

It is ideal to be applied on materials such as paints, 

facade stones, body cars, wood and plastic 

surfaces. 

It is also ideal for a highly efficient and low-cost 

removal of two-component systems, thermosetting 

systems and even systems based on cellulosic, 

acrylics, vinyl, amino plastics, polyesters, phenolic, 

one and two-component epoxy resins, one and two-

component polyurethane used in the industry. 

 

 

ANTIGRAFFITI IG 113 allows you to reduce the 

product consumption by up to 30% in comparison to 

conventional products. 

It is designed to be applied on surfaces that have 

been previously treated with an anti-graffiti protection 

such as IG 110, IG 115, IG 335 and IG 665.  

Its effects can be stopped at any time during the 

cleaning procedure, thereby minimizing the risk of 

damaging the threated surface. Its selective cleaning 

removes graffiti without damaging the treated 

surface. If the graffiti is of the same character as the 

paint on which it was applied on, the selective 

removal isn’t possible. 

 

 

 Package:5L, 30L, 200L 
 

 

IG 123 
GRAFITTY REMOVER 

Base: solvent 

Package:5L, 30L, 200L 
 

 



1. Antigraffity system – Semipermanent protection 

IG 110 is specifically created to protect treated 

surface against graffiti, tags, dirt, and excessive 

moisture. It also reduces adhesion of adhesives for 

posters and flyers. Prevents (in most cases) 

spreading of moss, algae and moulds. It has 

excellent long-term effect on walls. 

IG 110 provides a highly efficient and cheap protection, 

which also removes a wide range of undesirable colors 

and adhesives left on the surfaces. 

• Long lasting protection 

• Excellent prevention against moss, algae and mould   

• Quickly evaporates when applied  

• Can also be applied when cold  

• Very effective on a wide range of surfaces  

Guaranteed to be free of poisonous, carcinogenic 

and toxic substances 

Fast and easy application with the possibility 

of dilution 

 
 

IG 115 is an immediate transparent water-based 

protection against graffiti and tags. It reduces hold of 

adhesive posters and flyers on the treated surface. It 

protects the surface from dirt and from excessive 

moisture. In most cases, it also prevents the spreading 

of moss, algae and molds. It has an excellent long-

lasting effect on the walls. According to type of 

surface, use IMPAGUARD 111, 112, 113 GEL nebo IG 

114 GEL for any subsequent removal of paints, 

varnishes, inks and adhesives. 
 

The treated surface should be dry, dust-free and must 

have neutral PH. It is recommended to measure the 

surface pH before the product application and the 

post-treatment application of IG 250.. 

• Manual application: brush or roller 
• Spray application: low pressure spraying 
• The application of two layers is recommended 
• The hardening process in between layers is 1,5 h     
at the temperature of 20°C/50rh 
• The polymerised film is dry after 48h at the 
temperature of 20°C/50rh  

Cleaning: depending on the surface, apply IG 230 or 
IG 250, rinse it with high-pressure water. If 
necessary, repeat the procedure.

IG 110 

SEMIPERMANENT 
PROTECTION  

  

• 

 

IG 115 

SEMIPERMANENT 
PROTECTION  
Base: aqua 

  

Package:5L, 20L, 200L 

 

Base: solvent 

Packege:6L, 30L, 200L 



1. Antigraffity system - Permanent protection 

IG 130 
PERMANENT 
GRAFITTY PROTECTION 

Base: aqua 

IG 130 is on 2KPU base in aqua system.  

IG 130 immediate transparent water-based protection 

against graffiti and tags. It reduces hold of adhesive 

posters and flyers on the treated surface. In mate 

fulfilment is film clear 

,in shining fulfilment (IG 135) is film transparent.  

Prevents (in most cases) spreading of moss, algae 

and moulds. It has excellent long-term effect on 

walls. 

For any subsequent removal of paints, varnishes, 

inks and adhesives use purely IG 123, it has an 

excellent long-lasting effect , even  after   multiple-

removing (50x) .

 

IG 140 
PERMANENT 
GRAFITTY PROTECTION 

Báze: solvent 

IG 140 is on 2KPU base in aqua system.  

IG immediate transparent water-based protection 

against graffiti and tags on porouz and solid materials, 

where has an excellent adhesion. Special for na 

silicone a silicate stone paint, acrylic a alkyd stone 

paint. Ideal for concrete, facings, bricks, flinty rock 

(sandstone, granite), calcite, mineral plaster and paints, 

metal a wood. In mate fulfilment is film clear in shining 

fulfilment (IG 135) is film transparent.  

 Prevents agaist of dust, and dung. 

Prevents (in most cases) spreading of moss, algae 

and moulds. It has excellent long-term effect on walls.. 

For any subsequent removal of paints, varnishes, inks 

and adhesives use purely IG 123, it has an excellent 

long-lasting effect, even  after   multiple-removing 

(50x) is still intact. 

 
 
 
 

 

 

Package: 5L, 30L, 200L 

 

 

BalenÍ: 5L, 30L, 200L 



1. Antigraffity system - primer 

IG 120 PRIMER is on PU base in aqua system is 

designed preparation of surfaces before the anti-

graffiti protection such as IG 110, 115, 130, 140, 335 

and IG 665.  

For treatment of surfaces before the application of  

protective pain before grafitti (concrete, ciment, 

facade paint, etc.). 

IG 120 PRIMER isolates the  protection surface or 

paint from the original paint or surface with graffitti. 

Stabilizes and peens the base coat, inhibits the 

reaction of the original facade paint with protection 

surface a stops unsticking the facade paint. Also 

when applying IG 140 to a coarse, porous or painted 

substrate with one or two layers 

IG 120 will prevent the surface from feeling damp.Is 

characterized by very good surface adhesion, hight 

stability to influence of outdoor environment, 

including the activity of aggressive chemicals. 

 
 

 

IG 120 PRIMER 
PROTECTION 

Base: aqua  Package:5L, 20L, 200L 

Producer IMPAGUARD: 

HF SERVIS s.r.o. 

Plešnice 25 

330 33 Město Touškov 

Czech republic  

Tel. : +420 377 279 254-55 
hfservis@hfservis.cz 

www.impaguard.com 
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