
H 1000 High-temperature adhesive up to 760 °C 
High Temperature Ceramic-Metal Adhesives is used to seal joints and repair defects in
cast aluminium, cast iron, steel and stainless steel. Formulated using the most advanced
organic  and  inorganic-ceramic  resin  technologies,  this  advanced  material  resist
temperatures up to
 760 °C. The higher the temperatuje is the better is  the effect. It can be re-painted and is
mechine workable. It cures in 20o C temperature. 

Applications  for  this  adhesive  are  widespread  and  found  typically  in  the
aerospace,  automotive,  foundry,  plastice,  heat  treating,  incineration  and
power generation industries.

TYPICAL APPLICATIONS

§ Repairs of forms and plates
§ Boilers
§ Castings
§ Exhaust Stacks
§ Flanges
§ Furnaces
§ Headers
§ Incinerators
§ Manifolds
§ Molds and Dies
§ High-temperature ovens
§ Heat Exchangers
§ Pumps
§ Blowers
§ Piping
§ Ducting
§ Turbines

PRODUCT HIGHLIGHTS

§ Resists Temperatures to 760 °C
§ Resurfaces and Repairs Defects
§ Reduces Scrap
§ Machinable
§ Gets Stronger with Heat
§ Readily Painted or Powder Coated
§ Easy and Safe to use

CHARACTERISTICS:

Colour:                                   Light gray



Temperature of appliction:     + 20o C
Handling Firmness:                2-4 hours at 20o C
Curing by heat 1-2 hours at 71 oC, Full Cure Time – after 24 hours at 20oC
Temperature resistence:        -40oC - +760o C
Viscosity:                                 Paste
Mixing ratio:                             Powder: 2,  fluid: 1-1,5
Storage temperature:               + 20 o C
Shelf Life:                                 6 months
Packaging:                               100g, 0,5 kg  

Application: 

All surfaces must be clean, dry, roughened, free of oil,  grease, dirt,  corrosives or other contaminants
before application. For degreasing it is recommended to use  e.g. S 1960, AC 100. It is necessary to mix
both parts carefully on the pad: 2 parts of the powder and 1 part of the fluid. By mixing you get thick
paste. Mix only the needed quantity for the appliction. Apply using spattle, knife etc. It is recommended to
apply more layers if you need to treat big surfaces. Let it dry for 2-4 hours. Curing by heat: 1-2 hours at
71o C. It can be loaded after 24 hours.  

Manufacturer    : HF  MARKET s.r.o.,  Plešnice  25,  330  33  Město  Touškov,
The Czech  Republic  
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