
H 2400 High-temperature adhesive up to 1060 °C

H 2400 is  one component ceramic-metal  adhesive with  high temperature
resistence. It is used to join, bond, joint and to repair the parts exposed to
high temeperatures, mostly aluminium, cast iron, steel and stainless steel
everywhere the high temperature does not allow to use common sealants
on epoxy basis. Because of special anorganic composition of the product 
H 2400 the temperature resistence is up to 10600C. It can be re-painted and
is mechine workable. It cures in 20o C temperature.

 

Application:

Due to it‘s temperature resistence the usage of this product is very wide-   aerospace,
automotive, foundry, plastics, heat treating,  electric industris and everywhere the high
temperature occures.

TYPICAL APPLICATIONS

Repairs of forms and plates
Boilers
Castings
Exhaust Stacks
Flanges
Furnaces
Headers
Incinerators
Manifolds
Molds and Dies
High-temperature ovens
Heat Exchangers
Pumps
Blowers
Piping
Ducting
Turbines

H 2400 High-temperature adhesive up to 1060 °C



CHARACTERISTICS:

Base: 
Anorganic
Filler: 
Stainless steel
Colour:                                   metal
Density:                                 1,5
Temperature of appliction:     + 20o C
Handling Firmness:                2-4 hours at 20o C
Viscosity:                                 Paste
Storage temperature:               + 20 o C
Shelf Life:                                 6 months from production date
Packaging:                               100g, 0,5 kg  

Application: 

All  surfaces  must  be  clean,  dry,  roughened,  free  of  oil,  grease,  dirt,  corrosives  or  other
contaminants before application. For degreasing it is recommended to use  e.g. S 1960. It is
necessary to mix both parts carefully. The layer should not be higher than 4 mm. 

Curing: 

 Let it dry for 24 hours at 200C. Curing by heat is not necessary if the operational temperature of
the reparation  is not 204 °C. If the operational temperature of the reparation  is not 204 °C after
2 hours of desiccation in room temperature, let it cure at 94°C for three hours. If  you need
higher layer please repeat the procedure..

. It can be loaded after 24 hours.  

Manufacturer   : HF MARKET s.r.o., 
Plešnice 25, 330 33 Město Touškov,   The Czech  Republic  
                          ISO 9001                  
                             DUNS No:  366923212
                               Tel: 00420 377 279 255     

           Fax:00420  377 279 260
                               E-mail: hfmarket@hfmarket.cz       
                                      technik@hfmarket.cz
                                      www.hfmarket.cz
                                      www.prumyslovalepidla.cz 


